RESILIENT SEATED BUTTERFLY VALVE 4

No. Description Material
A | 1 Body DI
M 2 Disc DI, CF8M, BRONZE
; 3 Seat BUMNA-N, EPDM,TEFLON, VITON
R H
]::_/ { 4 Stem 5416
- A
1 il 5 Taper Pin 55316
% 6  End Cover DI
# i
5 7 Bushing PTFE
8 O-Ring BUNA-N, EPDM

L
2 !!_1 2!)

WT

INCH HA1 HA2 HB HC L @C ] N-M Bolt Stud @A D M** @E @B*™ @F TORQUE* WAFER LUG

2 299 299 636 126 177 475 075 4 425 5 - - 9 354 7 041 117 ] 7
5811

25" 315 35 689 126 1.89 55 075 4 45 525 - - 9 354 7 041 189 T 8
/811

3" 374 374 7a2 126 193 6 0.75 4 475 55 - - 9 354 7 0.41 244 10 14
5/8"-11

4" 449 449 787 126 216 75 0.75 & 5 575 - - 1 354 7 0.41 3580 13 26
5/8"-11

5" 492 492 838 126 228 B85 088 8- 525 625 - - 14 354 7 0.41 598 18 28
3/4°10

6" 551 551 886 1.26 232 95 0.88 8- 525 625 - - 14 354 7 0.41 875 20 3
3/4°10

a 681 6597 1023 141 252 11.75 0.88 B ] 7 = - 17 4892 10 0.49 1430 3z 43
3410

10" 759 799 1149 141 275 1425 1 12- 625 725 - - 22 492 10 0.49 2275 42 72
7/8"-9

12 933 952 13.26 141 315 17 1 12- 675 775 - - 22 492 10 0.49 3250 70 105
789

*Actual torque values may vary. Please consult the factory.




